


Skibicki Transportation Technique was founded in 1981 and since then it has been owned
by Mr Ryszard Skibicki. We are currently one 

of the biggest companies in Poland in the line of truck body 
configuration. We have a leading position nationwide concerning 

self- dumping bodies for various purposes. The above 
fact finds confirmation in prizes we win at fair events, as well 

as the constantly increasing market share and the growing demand 
for our products - both in Poland and abroad. Quality is a major 

concern for us, so we co-operate with the best materials 
suppliers at home and abroad. Highly specialized staff (of 140 at 
present) are employed in every department of the company. We 

work at the best machinery available with the support of the modest 
company management techniques, to supply quality products with 

superior technical parameters, highly appreciated by
our customers.  We are proud to have an 

all-embracing offer, as we manufacture many types of specialist 
bodies for instance we are a representative of PALFINGER, 

the world's leader in the manufacture of truck mounted cranes. 
We can offer authorised assembly of truck mounted cranes, for 
which we are certified by the Office of Technical Inspection. 

Other products of ours, which are valued for their superb 
quality and functionality, include tippers, hook loaders 
with maximum capacity of 10 tons, skips, fixed bodies, 

trailers for various purposes, sets for shipping companies. 
Since our main focus is on the customers satisfaction, we 

offer you guarantee and post-guarantee service for all the production.
In order to reduce down-time, we operate 

in the whole of Poland, and most repairs are done at the 
customer's premises. Our company supplies equipment for 

Poland's major municipal, shipping and construction companies, 
which is why we are well aware of the fact that your choice of 

the truck chassis and its body configuration is a strategic 
decision, to keep your leading position. In the face of 
growing competition you need to use the most reliable 

equipment. We believe that the body configurations, we offer, will enable you to efficiently perform its duties and to
satisfactinary implement your plans. If you 

would like to obtain competent expert advice and/or you would 
like our representative to visit you, please contact us. 



Technological possibilities

SKIBICKI Technika Transportowa Limited is pleased to introduce
technical possibilities and kindly invites for cooperation.

We  can  guarantee  highest  quality  of  a  ready  made
products as well  as services, short terms of realiz ation and
customer service at the highest level.

 At  this  stage  we  have  following  machines  ready  for
queries:

Laser cutter, table ready for the plates 2000 x 600 0 mm, thickness:
construction steel up to 20mm
acidproof steel up to 15 mm
aluminium up to 10 mm

     contact: k.gorecki@skibicki.com.pl

Plasma cutter, table ready for the plates   
3000 x 12000 mm, thickness up to 30 mm- constructio n
steel only.
Gas cutter (argon and oxygen)- table ready for the plates
3000 x 12000 mm, thickness up to 150mm- constructio n steel only

 Bending on the press brake 12000 mm, press
 pressure 1200 tones

 Turning on the shaping machinery- CNC as well as
     traditional ones

 Milling, table 600 x 2500

 Joinning MIG, MAG, TIG
Stream clearing- cab 14500mm (w) x 4500mm (h) x 500 0mm (l)
Corrosionproof covering: epoxy stream painting and emale PUR surface painting:
PUR and acrylic.

We are ready for your queries!!



       We are pleased to introduce our offer of a laser cutting services performed on our

newest generation cutter Trumpf 3060 with a power of 4,0 kW.

I would like to pay your attention to unique advantages of our services:

# We are working in three shifts, so our terms of realizations are very short.
# Possibility of cutting every imaginable shape from the materials, our or supplied by

customers. 
# Possibility of bending a details up to 12 meters on press brakes controlled digitally-

elements up to 1250 mm long. 
# We have in disposition highly skilled personel in the amount of 3 operators, 3 support

staff and 2 programists. Over 10 years of experience in that field, and the massive
amount of customers from all around the Europe can proof the quality of the service.

Our customers are satisfied, because we treat every order individually.
# Massive advantages are competitive prices and possibility of negotiation.

# Word PROBLEM does not exist for us, even if we are about to work with a difficult mate-
rials, like aluminium, brass or glow- proof steel.

# Deliver us a technical drawings  *.dxf , or  *.dwg on the disc or by e- mail on the 
laser@skibicki.com.pl  , drawn in Cad or AutoCad, will noticeably accelerate term of realiza-

tion. If You are about to fax us a drawings, we will prepare every necessary documents- free of
charge  

# Software, we are using, allows us to minimize a waste, what in later process lowers down the
price

# Maximal dimension of the plate: 6000 mm x 2000mm
# Thickness of the materials: 

# construction steel up to 20 mm
# rustproof steel up to 15 mm

# aluminium up to 10 mm

In case of bigger orders, we will supply shipment
every amount of details on the territory of Poland or even all around 

Europe.
Contact numbers:

+48 693 348 875 laser department supervisor
+48 693 348 714 laser programmer
+48 54 287 7297 int. 42- interpreter 

or e- mail laser@skibicki.com.pl;     k.gorecki@skibicki.com.pl
More info at: www.skibicki.com.pl or www.skibicki.home.pl



Hook loaders



HKS 2 and 4
Hook loaders HKS 2 and 4 are basically the same. Chassis: HKS-2 are being equipped on the chassis up to 3,5t,

and  HKS-4 on the chassis 3,5 up to 7 t, and are designed for loading a containers KP7.  Typical chassis for this devices are:
Renault Mascott, Mercedes Sprinter, Iveco Daily and more with a similar size. 
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HKS 6 and 6.1

Hook loaders 6 and 6.1 are being installed on the chassis all of the producers with a loading from 10 to 14 tons. 

���	�������

�����������	��
����
�������	
�
�	��
�������������
���������
�����������	��
����
��9�����	
�
�	��
���� ���������
�
�
��������
��������
����'�����
�
�
������������������
�
����� ����
!�
��������
����"�!��#$�����
%
�
��������
�	
&��
� -��"
(�)*'+��
��		�
������
�����
�*�
�	�������"�,��9'��
%��"��
���
��.�
*�$#*$'����
/������"�����

���	������

��	
�����
����������0����1������
��������
�
���"������
���	
��������
��2.����1���

��
��

���
��������
��.���	
���	�����	
�	��&
�����0��� ����.��
�
������&��&
�
��
��2.����1��1	��.�����
����
������
��
�&��������� ��
�1	��.�����������
��0���"�	

�1	��.����	�&�	
���
�1	��.�����.��
���"��0
����
��1��
������
	�����������	����
���
&
� ������������1��	�
��3����

	����0
��.0�����
	�
�
�	
��������
���

��
�����.����
���
��
4
��
����

��������.�������
��.�	
	�01�
����	
����� ��
5

����������	��.�
��������67���/����
�����
������� �8���
������



HKS 8

�

�����	�����������	
�����
��������
����	
��
����� ��	����� !

���	�������

�����������	��
����
��9����	
�
�	��
�������������
���������
�����������	��
����
��9�����	
�
�	��
���� ���������
�
�
��������
��������
����'�����*�'�����
�	
"��
���"��"

���#��$  ��%
%
�
��������
�	
&��
�#����"
(�)*'+��
��		�
������
�����
�*�
�	�������"�,��9'��
%��"��
���
��.�
*�$#*$'����
/������"�����

���	������

��	
�����
����������0����1������
��������
�
���"������
���	
��������
��2.����1���

��

��

���
��������
��.���	
����	�����	
�	��&
�����0�� �����.��
�
������&��&
�
��
��2.����1��1	��.�����
����
������
��
�&��������� ��

�1	��.�����������
��0���"�	

�1	��.����	�&�	
��

�1	��.�����.��
���"��0
����
��1��
������
	�����������	����
���
&
� ������������1��	�
��3���

	����0
��.0�����
	�

�
��
����

��������.�������

��.�	
	�01�
����	
�������

�.����
������
	�01�����.�
���������*�5:��'�#� (
5

����������	��.�
��������67���/����
�����
������� �8���
�������

�
�	
��
��
���0
��

�
������
�1�0
��



HKS 20

Hook equipment HKS-20/6,2 designed for the transportation of a 7000 mm containers as follows: 

Basic data:

Nominal loading power 20t
Max. Technical loading power 22t
Telescopic (hydraulic)- main arm- range T=1300 mm
Standard hooks longht 6200mm
Hooks height H=1570mm (acc. To Directive DIN 30722)
Device weight 2100-2200 kg
Rollers centre- end of hook K=90 mm
Working pressure 300 Bar
Hydraulic blockade of container according to DIN 30722- changable external and internal
Pneumatic working functions steering system- external conditions resistance
Steering from the inside and outside drivers cab
Hydraulic pump
Oil tank 80 l supplied with return filter and a oil level indicator
Rear rollers of the device are beared on a heavy duty bronze bearing (SKF)
Slide sleeve on the joints tilt of the hook are made from composite of polyformaldehyde
Hydraulic steel pipes
For the stability of chassis during a loading and discharging following equipment is being used: supporting roller (chassis on the pneumatic
suspension), spring blocking power unit (resor suspension chassis)
Overflow valve- allows device to work correctly
Hydraulic safety locks- secures from the unwanted fall of a load if overcharged or defected
Pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system
Device is certify by civic and military certificates UDT (Office of technical inspection)
Registration documents for UDT (Office of Technical Inspection) 



Tippers



Trilateral tipper 3W on th chassis 6x4 and 6x6 
Platform of the lorry self discharging 3W, trilateral tipping- heavy type on the chassis 6x4 and 6x6- all the

producers

Basic data:

� Length 5200mm (5600mm)
� Width 2550mm 
� Sides height 1000mm
� Capacity 12 m3 (14 m3)
� Floor 6mm- material steel HARDOX
� Sides 4mm- material steel DOMEX
� Sides can be unlocked by a central locking system located in the lower axis
� Back starboard with a upper hinge is opening (mechanically) automatically, when tipping
� Hydraulic servo motor
� Hydraulic pump
� Oil tank
� Steering system inside drivers cab
� Flangers 
� Yellow contour lights
� Visibility plates
� Roof at the front starboard
� Disassimable rear discharge half-pipe
� Winch with a spare wheel handle mounted at the front wall
� Pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system

Optional:

� fumes can warm up the floor
� hydraulic starboard opening system
� rear hatchdoor
� regulated rear riding bar 



Trilateral tipper 3W on the chassis 8x4, 8x6, 8x8

Discharging platform of the lorry 3W, trilateral tipping, heavy type

Basic data:

� Length 5550mm- 6000mm
� Width 2550mm 
� Height 1000- 1500mm
� Capacity 17m3

� Floor 8mm- material steel HARDOX
� Sides 5mm- material steel DOMEX
� Sides opening central locking system located at the front axis
� Rear starboard with the upper hinge is opening (mechanically) automatically, when tipping
� Hydraulic servo- motor
� Hydraulic pump
� Oil tank
� Steering system inside drivers cab
� Flangers 
� Yellow contour lights
� Visibility plates
� Roof at the front starboard
� Disassimable rear discharge half-pipe
� Winch with a spare wheel handle mounted at the front wall
� Pellet steel construction, grounded by epoxy paint, surface painted by poliuteran paint- RAL colour system

Optional:

� fumes can warm up the floor
� hydraulic starboard opening system
� rear hatchdoor
� regulated rear safety bar 



Tipper 1W, rear self- discarching, halfpipe

Basic data:

� Length  5550mm depending on chassis
� Width 2550mm 
� Height 1560mm- according to customer's needs
� Capacity 17- 20m3

� Floor 8mm- material steel HARDOX
� Sides 5mm- Hardox
� Rear starboard with the upper hinch is opening automatically (mechanically) when tipping
� Stabilized hydraulic servo- motor
� Hydraulic pump
� Overboard steps
� Oil tank
� Steering system from inside a cab
� Flangers
� Yellow contour lights
� Visibility plates
� Roof at the front starboard
� Rear skip half-pipe adjusted to spreader
� Rear safety bar adjustable
� Winch with a spare wheel handle mounted at the front wall
� Adjustable ladder at the rear halfpipe
� Tarpaulin rolled on the side (RAL color)
� Pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system
� Weight about 4300 kg (depending on starboard and a chassis)

Optional:

� fumes can warm up the floor



Tipper 1W, heavy type

Basic data:

� Lenght 5550mm- 6100mm depending on chassis
� Width 2550mm 
� Height 1000- 1600mm
� Capacity 17- 20m3

� Floor 8mm- material steel HARDOX
� Sides Domex 5mm
� Rear starboard with the upper hinch is opening automatically (mechanically) when tipping
� Stabilized hydraulic servo- motor
� Hydraulic pump
� Overboard steps
� Oil tank
� Steering system from inside a cab
� Flangers
� Yellow contour lights
� Visibility plates
� Roof at the front starboard
� Rear skip half-pipe adjusted to spreader
� Rear safety bar adjustable
� Winch with a spare wheel handle mounted at the front wall
� Tarpaulin rolled on the side (RAL color)
� Pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system

Optional:

� fumes can warm up the floor
� hydraulic starboard opening system
� rear hatchdoor
� regulated rear safety bar 



Container KP 7

Container is made by steel 2,5mm- sides, 3mm- floor. Handle is placed at  1200 mm high, two winged rear doors. 

Cranes

We are also assembly various kinds of cranes on the chassises of a lorries. Purpose is to obtain independancy during
discharging process our company Skibicki is often using hydraulic cranes, also known as the HDS's. We are cooperating
with the best suppliers like: HIAB, Palfinger, HMF, Fassi, HYVA Crane,- we are selling, installing and servicing  this
devices  and  secures  highest  standards,  low  failure  level  and  maximal  customers  satisfaction.  We  will  also  secure
documentation from Technical Inspection office UDT.

Platforms

As a company with the massive technical possibilities, we are able to built any truck with a platform with any size.
This bodies are ussually built on the 2 and 3 axial chassies, usually with the crane. Floor is being manufactured from
waterproof plywood, and sides are made of steel or aluminium.                             
    



Trailers

- frame made of high quality steel by ribbed by the bars 
- shaft on the turntable 
- axies SAF or BPW, 
- pneumatic suspension SAF or BPW,
- tyres R22,5 FIRESTONE,CONTINENTAL,BRIGSTONE (4+1 pieces)
- spare wheel with winch
- electric installation 24 V,
- breaking system Haldex or Wabco with  ABS
- waterproof tool box JBX-60,
- shafts handle
- aluminium side safety covers
- pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system

Body can be manufactured from the steel of thickness and dimensions agreed with the customer.

Replaceable system

Hydraulic replaceable system is designed for free exchange of body (tipper, concrete mixer, or any
other) on a trucks chassis according to current needs- what makes a cake even more usefull.

Basic data:

� Main frame with vertical section 70x70
� hydraulic chassis safety blockade
� Mechanism with four servo- motors
� Safety valve
� Chassis mounting plates
� Two section divider designed to steer lifting servo- motors and hydraulic body (max 200 bar)
� Three section divider working one- sided (max 170 bar)
� Pneumatic steering+ electric sensors (inside cab)
� Switching console for hydraulic pressure pipes and return- both pneumatic and electric
� Hydraulic pump
� Adjusting concrete mixer or a platform for replaceable system



Trailers for a saddle tractors

In Skibicki's offer there are trailers in 3- axial configuration with a steel body, types: half- pipes and classic, cubical
25-36 m3.  Our module system allow customers to choose a trailer according to needs. 
 

Basic data

Body:

� Length of  a floor about 7000mm
� Width 2550
� Floor 5mm Hardox
� Sides 4mm Domex
� Rear starboard with the upper hinch is opening automatically (mechanically) when tipping
� Stabilized hydraulic servo- motor
� Hydraulic pump
� Overboard steps
� Oil tank
� Steering system from inside a cab
� Flangers
� Yellow contour lights
� Visibility plates
� Roof at the front starboard
� Rear skip half-pipe adjusted to spreader
� Rear safety bar adjustable
� Winch with a spare wheel handle mounted at the front wall
� Tarpaulin rolled on the side (RAL color)
� Pellet steel construction, grounded by epoxide paint, surface painted by poliuteran paint- RAL colour system

Trailers chassis:

� Axies BPW with a break shields
� Front ax with a possibility of rising
� Pneumatic suspension with a valve for lifting and to pull off a chassis
� Tyres 385/65 R 22,5 (depending on needs) 6 pieces
� Link board with 2-inch kings bolt- high of a saddle about 1200 micrometers
� 2 front supporting legs JOST
� Pneumatic installation for effective deairing suspension
� Breaking system EBS
� Pneumatic stand break
� Wedges under wheels



Address:

 Spó
dzielcza 8a St.

87 - 630 Sk� pe

tel. / fax 0048 054 287 72 97

skibicki@skibicki.com.pl
 

www.skibicki.com.pl


